
Mer-ko

ABOUT MER-KO

The Mer-ko System delivers next-level waterproofing 
through floating technology. Unlike traditional lath or 
bonded systems, Mer-ko uses a slip sheet layer that 
separates the waterproofing membrane from the 
substrate below. This allows the system to “float,” 
absorbing movement, expansion, and vibration without 
cracking or delamination. 

Each layer—slip sheet, reinforced membrane, cement 
body coats, and acrylic topcoat—works in unison to 
form a seamless, fire-rated surface that resists UV, 
moisture, and wear. The result is a durable, attractive 
deck system that protects against leaks and extends 
the life of your property. 

REBUFFS RAIN,
SNOW + SPILLS. 
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F O R  P R O F E S S I O N A L  U S E  O N L Y .

• Seamlessly prevents water 
intrusion

• Superior Flexibility

• Class A Fire-Retardant & 
One-Hour Fire Resistance

• Average System Weight: ≈ 
2.5 lbs/ft² 

ER 587



4007 Lockridge Street, San Diego, CA 92102, USA.

HAVE A QUESTION? GET IN TOUCH: 
westcoat.com   /   800.250.4519   /   info@westcoat.com

THE SYSTEM    

       thick. Its innovative slip-sheet design separates the waterproofing membrane from 
the substrate, allowing the system to move independently. This prevents cracks from 
transferring through the surface and ensures long-term durability, even under structural 
movement or temperature changes. 

Each layer works together to create a flexible, seamless, and fire-rated waterproof 
surface. The slip sheet isolates stress, the reinforced membrane provides complete 
waterproofing, and the cementitious body and smoothing coats add strength and a 
uniform finish. Finally, a high-solids acrylic topcoat seals the system against UV, 
weather, and wear, offering both protection and design flexibility. 

The Mer-ko System is a floating waterproof deck assembly that installs at roughly ¼″ to

IAPMO ER-587 • Class A and One Hour Fire Rated • City of LA Approval
Meets Wildland Urban Interface (W.U.I) Requirements


