
Shur Deck™

ABOUT SHUR-DECK™

Designed for plywood and concrete decks, Shur Deck is 
a reinforced, cementitious waterproofing system built for 
long-term performance in commercial and multifamily 
environments. This high-strength assembly combines a 
metal or glass lath reinforcement with a one-cement, 
dry-polymer formula—no liquid emulsion required—for a 
tough, resilient surface that stands up to the elements. 

With its seamless, skid-resistant, and crack-resistant 
finish, Shur Deck delivers both protection and beauty for 
balconies, walkways, and rooftop decks. For projects 
requiring additional strength and performance, upgrade 
to Shur Deck™ Pro, which features an enhanced 
intermediate layer for maximum durability and longevity. 

REBUFFS RAIN,
SNOW + SPILLS. 

westcoat.com   /   800.250.4519   /   info@westcoat.com

F O R  P R O F E S S I O N A L  U S E  O N L Y .

• Seamless waterproofing

• Crack-resistant

• Flexible finishes

• Long-term durability

• Dry polymer cement

• Optional glass lath

• Fire-rated system

• Code-compliant

ER 587



4007 Lockridge Street, San Diego, CA 92102, USA.

HAVE A QUESTION? GET IN TOUCH: 
westcoat.com   /   800.250.4519   /   info@westcoat.com

SHUR DECK SYSTEM OVERVIEW
Shur Deck is a reinforced, cementitious waterproofing system designed for plywood and concrete 
substrates. Combining a metal or optional glass lath with a one-cement, dry-polymer formulation, 
the system eliminates the need for liquid emulsion while providing a seamless, flexible, and 
crack-resistant surface. Engineered for long-term durability, Shur Deck protects against water 
intrusion and wear while maintaining a smooth, skid-resistant finish ideal for commercial decks, 
balconies, and walkways. 

SHUR DECK PRO SYSTEM OVERVIEW

SHUR DECK OVER CONCRETE SYSTEM OVERVIEW

Additional Shur Deck Over Concrete Features

Shur Deck Pro takes performance a step further with the addition of a waterproofing membrane and 
fabric reinforcement layer. This advanced configuration delivers superior moisture protection and 
structural resilience, creating a fortified barrier for high-traffic or exposed applications. Retaining the 
same one-cement, dry-polymer technology as the standard system, Shur Deck Pro provides a 
seamless, durable, and flexible surface engineered for environments that demand maximum 
waterproofing and durability. 

IAPMO ER-587 • Class A and One Hour Fire Rated • City of LA Approval
Meets Wildland Urban Interface (W.U.I) Requirements

Protect and enhance your concrete surfaces with Shur Deck Over Concrete. This multi-layer, 
cementitious waterproofing system is built for long-term performance in demanding environments 
and is designed for use over concrete substrates. Installed at a minimum 3/16" thickness, this 
trowel-applied system incorporates a reinforced waterproofing membrane, fiberlath reinforcement, 
and a durable acrylic topcoat to create a seamless, slip-resistant barrier against moisture intrusion. 
Ideal for exterior concrete surfaces such as balconies, walkways, rooftop decks, and other 
pedestrian areas. 

Engineered for durability and designed to perform, Shur Deck resists cracking, UV degradation, 
and weathering — maintaining its integrity and appearance through years of exposure. The 
system’s flexible waterproofing membrane and acrylic topcoat provide excellent protection against 
moisture intrusion while delivering a clean, uniform finish that’s easy to maintain.

Class A Fire Rating   •   UV & Weather resistance   •   Solvent-free formula
Slip-resistant surface   •   Commercial & Multi-family use


